TIMING SYSTEMS / LAP TIMER

Come impostare i parametri originali:

1. pigiare il tasto P1 o P2 posti a lato del display del decoder fintanto che non si raggiunge la
schermata "FIRMWARE";

2. pigiare, e tenere pigiato, P2 fintanto che non compare la schermata "DEFAULT?";
3

confermare con "Y" pigiando il tasto P1 (oppure “"N” per uscire);
4, attendere il riavvio del sistema confermato da diversi “bip” sonori.
ATTENZIONE: la procedura inserisce un orario di default corrispondente alle ore 00:0:00 del 01
gennaio 2020 che potrebbe essere incompatibile con qualche software di cronometraggio! Per
inserire un'orario corretto utilizzare |'applicazione “Multiple Decoder Synchronizer_Ver_1.6.2.2"
disponibile al sito web https://www.mywer.it/it/download.php e seguire le istruzioni a sito
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How to set value default :
1. press the P1 or P2 button on the side of the decoder display until the "FIRMWARE" screen
appears;

2. press, and keep pressed, P2 until the "DEFAULT?"” screen appears;
3. confirm with “Y"” by pressing the P1 button (or “"N” to exit);

4. wait restart, confirmed by several “bip”.
ATTENTION: the procedure inserts a default time corresponding to 00:00:00 on 01 January 2020
which could be incompatible with some PC timing software! To enter a correct time, use the “Multiple

Decoder Synchronizer_Ver_1.6.2.2" application available on https://www.mywer.it/it/download.php
and follow the instructions on the website
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